	
	Introduction:
	Class Inheritance:
	Properties:
	States:
	Attributes:
	Commands:
	1 - Init
	2 - State
	3 - Status
	4 - FireSoftEvent
	5 - EnableLaserDiode
	6 - DisableLaserDiode
	7 - SetTables
	8 - EnableClockPS
	9 - DisableClockPS
	10 - FirePostMortemEvent
	11 - SetBurstMode
	12 - SetContinuousMode
	13 - FireBurstEvent
	14 - StopBurstEvent
	15 - InitBurstEvent
	ESRF - Software Engineering Group


	
	Introduction:
	Class Inheritance:
	Properties:
	States:
	Attributes:
	Commands:
	1 - Init
	2 - State
	3 - Status
	4 - FireSoftEvent
	5 - EnableLaserDiode
	6 - DisableLaserDiode
	7 - SetTables
	8 - EnableClockPS
	9 - DisableClockPS
	10 - FirePostMortemEvent
	11 - SetBurstMode
	12 - SetContinuousMode
	13 - FireBurstEvent
	14 - StopBurstEvent
	15 - InitBurstEvent
	ESRF - Software Engineering Group


	
	Frame Alert

	Timing  Device Commands Description    TimingCentralSystem Class
	1 - Init
	2 - State
	3 - Status
	4 - FireSoftEvent
	5 - EnableLaserDiode
	6 - DisableLaserDiode
	7 - SetTables
	8 - EnableClockPS
	9 - DisableClockPS
	10 - FirePostMortemEvent
	11 - SetBurstMode
	12 - SetContinuousMode
	13 - FireBurstEvent
	14 - StopBurstEvent
	15 - InitBurstEvent
	ESRF - Software Engineering Group



